
Vertical Vinyl “Face Mount External Operator” Door Assembly Instructions

Assembly Instructions 
Vertical Vinyl Curtain Door 

“Face Mount with External Operat

Valued Shaver's Customer:  We have pre-assembled the roller, valence, and br
your Motorized Door.  This should dramatically simplify the installation proced
installation is very straightforward, please note the following details.

System Overview:

Your Shaver's Vinyl Vertical Curtain Door is a high quality, high perfor
system based on proven components and our many years of experience 
fabrication business.  We are confident that it will bring you and/or you
reliable and trouble-free service. 

Your specific system is a vinyl motorized roll-up curtain door with face
external operator.  The “back-to-back” mounting dimension for your ve
door opening width plus approximately 8” (eight inches).  The vertical e
same height as your stated door opening, which will place the entire mo
bracketry, and valence box above the door header.

Unpacking and Inspection:

Please unpack your systems carefully and notify the factory immediatel
or if any items have been damaged during transit.  Your kit(s) should ha
hardware and components for a complete installation with the following
provided hardware): 

1. Mounting hardware for securing the custom extrusions, bracketr
the building fascia.

2. Hardware and conduit associated with the professional electrical
115VAC source power.

s
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System Assembly: 
 
 

Site Preparation: 
 
It is imperative that the heavy duty bracketry and external operator  for your door 
assembly is mounted to a flat and uniform surface.  Mounting the door or operator to an 
uneven surface can cause the bracketry to bend and distort, causing improper door 
operation and premature failure. 
 
Sections of vinyl stripping are in place to stop the vinyl door from unrolling during 
installation.  DO NOT remove these straps until after the drive chain has been installed! 
 
 

Lay the upper box section of your door on a flat surface and measure the “back-to-back” 
angle bracket dimension for your specific door as shown in the following photo (Photo 1).  
In this specific case the dimension is 108”. 
 

           
 

Photo #1 
(Angle Bracket Back-to-Back Dimension) 

 
Divide this number by 2 (54” in this specific case).  This will be your “A” dimension. 
 
Remove the two lower corner Phillips fasteners that secure the vinyl valence (cover) to the 
box and carefully roll back the corners to expose the brackets and roller tube assembly.  
This will make future installation operations substantially easier.  Reinstall the Phillips 
fasteners in their nuts and tighten snugly.  This will hold the nut locations in the extruded 
bars and help to avoid losing the fasteners. 

 
Lay one of your custom vertical extrusions (side rails) on a flat surface and measure the 
overall length of the extrusion as shown in the following photo (Photo 2).  In this specific 
case the dimension is 107.75” (107 ¾”). 
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Photo #2 
(Extrusion Overall Length Dimension) 

 
Subtract .75” (¾”) from this dimension (107” in this specific case).  This will be your “B” 
dimension. 
 
Make a mark on your building fascia “A” inches to the right from the top centerline of your 
door opening.  This mark will correspond to the approximate edge location for your angle 
bracket.  Repeat this process to the left of your opening centerline. 
 
Make a horizontal line on your building fascia to the left and right of your opening at “B” 
inches from the ground surface.  This line will correspond to the bottom edge of your angle 
brackets. 
 
The angle brackets have a footprint of approximately 2” to each side of the “A” mark and 
8” above the “B” line as shown in the following diagram (Diagram 1).  Make sure that this 
area is smooth, flat, and even. 
 
 

 
 

Diagram #1 
(Angle Bracket Mounting Footprint) 
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Upper Box Mounting: 
 

The Upper Box Section of your door is best installed by two people with individual 
ladders, one person and a scissors lift, or some other mechanism for raising and holding the 
box in position while it is being secured to the building fascia.  The box section should not 
be bent or distorted while it is being mounted. 
 
Raise the box section to the elevation of your opening header and use the “A” marks to 
center it about your door opening.  Carefully adjust the elevation of the box ends until the 
bottoms of the angle brackets are in alignment with the “B” lines.  Secure the left bracket to 
your building fascia using one fastener and washer as shown in the following photo (Photo 
3).  The specific fastener type will be a function of your building material, but each fastener 
should be approximately ¼” in diameter and capable of handling at least 100lbs of shear 
and pull force. 
 
 

             
 

 Photo #3 
(Angle Bracket Alignment and Mounting) 

 
Repeat this procedure on the right bracket.  Double check the alignment of the door 
brackets and ensure that the box structure is not bent or distorted.  Install the remaining 
four fasteners and washers in the angle brackets. 
 
 

Vertical Extrusion Mounting: 
 

The Custom Vertical Extrusions will first be secured to the angle brackets on the upper box 
section, and then secured to the building fascia via “J” brackets. 
 
It is suggested that the galvanized brackets first be mounted to the extrusions.  Typically 
one bracket is mounted approximately 5” in from the bottom end of the vertical extrusion 
and one bracket is mounted at the mid point.  This can be accomplished by laying the 
extrusion and the bracket on a flat surface, transferring at least one bracket hole location to 
the extrusion, drilling a .28” diameter hole in the extrusion, and securing the bracket to the 
extrusion with a ¼-20 x .50 Pan Head Screw, ¼” Flat Washer, and a ¼-20 Hex Nut as 
shown in the following diagram (Diagram 2).  Note that the extrusion must be oriented in 
such a manner that the “Radius Profile” is not adjacent to the building fascia.  The 
extrusions have been marked with a “TR” (Top Right) and “TL” (Top Left) to assist with 
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the orientation.  Be very careful when drilling the Vertical Extrusions as to not damage the 
EPDM seal strips.  

 
Diagram #2 

(Extrusion, Bracket and Fascia Orientation) 
 

Locate the left vertical extrusion (marked with a “TL”) and orient it so that the extrusion is 
on the left side of your opening with the “TL” at the top and facing out.  Secure the vertical 
extrusion to the angle bracket using the supplied ¼-20 Phillips head screw and nut as 
shown in the following photo (Photo 4)(EPDM seal strips removed for clarity): 
 

   
 

Photo #4 
(Vertical Extrusion Orientation and Mounting) 

 
Check the transition from the inside of the “Funnel Bracket” to the inside of the vertical 
extrusion (where the door roller rides).  There should be a smooth transition and good 
alignment between the vertical surfaces.  If necessary, remove the Phillips fastener and 
insert a washer between the aluminum standoff and the angle bracket to obtain this 
alignment.  Reinstall the Phillips fastener. 

 
Vertical Vinyl “Face Mount External Operator” Door Assembly Instructions                         Page 5 of 22 



Use a Carpenters’ level or a Plumb Bob to ensure that the left extrusion is completely 
vertical.  Secure the “J” brackets to the building fascia using “best practices” as a function 
of the building material.  The mounting should resemble the following photo (Photo 5): 
 

           
 

Photo #5 
(“J” Bracket Mounting) 

 
Orient the right vertical extrusion (marked with a “TR”) so that it is on the right side of 
your opening with the “TR” at the top of the extrusion facing out. Secure the vertical 
extrusion to the angle bracket using the supplied ¼-20 Phillips head screw and nut. 
 
Use a tape measure to ensure that the left and right vertical extrusions are parallel (± ½”) 
and secure the right extrusion “J” brackets to the building fascia using “best practices” as a 
function of the building material. 
 
 

External Operator Mounting: 
 

The external operator (motor and reduction assembly) will be secured to your 
building fascia using 5/16” fasteners (bolts, lag screws, studs, etc..).  Select 
fasteners that are not only right for your specific building material, but also that can 
endure repeated loosening and tightening.  It may be necessary to loosen/tighten 
these fasteners a number of times in order to achieve proper initial chain tension 
and to later adjust for chain stretch and wear.  The use of washers between the 
heads of the fasteners and the metal brackets on the operator is strongly 
recommended. 
 
Tape the two pieces of the operator installation template together making sure to properly 
align the index mark (bottom of page #1, top of page #2).  Cut along the indicated dotted 
lines and remove the section of the template that corresponds to the right mounting bracket 
of the upper box assembly. 
 
Align the template with the right bracket on the upper box assembly and transfer the four 
hole locations for the 5/16” fasteners to your building fascia.  Carefully lift the operator in 
place and secure it to your building using four 5/16” fasteners.  Do not fully tighten the 
fasteners.  Slide the operator “up” until the fasteners are at the bottoms of the mounting 
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slots, and tighten the fasteners snugly enough to stop the operator from sliding back down.  
Your installation should resemble the following photo (Photo 6): 
 

 
 

Photo #6 
(External Operator Mounting) 

 
Check the alignment of the two sprockets.  They should be in direct vertical alignment.  If 
not, loosen the set screws on either of the sprockets and adjust its position until it is in line 
with the other unit.  See the following photo (Photo 7): 
 

        
 

Photo #7 
(Sprocket Alignment) 
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Locate the #41 chain and install it over the two sprockets.  Secure the ends with the 
included master link as shown in the following photo (Photo 8): 
 

                    
 

Photo #8 
(Master Link Installation) 

 
Loosen the four fasteners that secure the external operator to the building fascia and allow 
the weight of the operator to establish the tension in the chain.  Make sure that the front and 
rear runs of the chain are “taught” (slightly rotate the roller tube by hand if necessary).  
Make sure that the sprockets are still in alignment and tighten the four fasteners.  Your 
assembly should resemble the following photo (Photo 9): 
 

       
 

Photo #9 
(Chain Installation) 
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Mount the Chain Bracket to the building wall directly below the release chain at a 
convenient elevation (usually about 4’ from the floor).  Route the release chain through the 
keyhole slot as shown in the following photo (Photo 10).  The release chain can be trimmed 
to-length at any point below the bracket. 
 

   
 

Photo #10 
(Chain Bracket) 

 
Route the Hoist Chain over the Hoist Chain Sprocket as shown in the following photo 
(Photo 11): 
 

      
 

Photo #11 
(Hoist Chain Routing) 

 
Join the free ends of the chain by opening one of the links.  The chain may be shortened as 
required to avoid dragging on the ground.  Secure the chain to the bracket with a bolt, pin, 
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or other ¼” diameter object as shown in the following photo (Photo 12).  The chain MUST 
be properly secured before going to the next assembly steps. 
 

  
 

Photo #12 
(Hoist Chain Locking) 

 
Remove the operator cover (if not already done).  The next steps will involve pre-setting 
the end stop (limit) nuts on the operator.  To do this, press the locking lever button as 
shown in the following photo (Photo 13) and rotate the white nuts.  When adjusting an end 
stop make sure that the other end stop does not accidentally rotate, and when you are done 
make sure that the notches on both nuts properly engage the locking lever bracket. 
 

      
 

Photo #13 
(End Stop Locking Lever) 

 
Pre-set the “OPEN” (left) end stop so that the nut is centered over the bend on the lower 
switch.  Pre-set the “CLOSE” (right) end stop so that the nut is approximately 1.5” (one 
and a half inches) from the right switches.  See the following photo (Photo 14): 
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Photo #14 
(End Stop Pre-Sets) 

 
The next step involves releasing the operator brake and using the chain hoist.  
Whenever the operator brake is release it is important to have the hoist chain 
secured to the bracket or held firmly.  The door is not counter-balanced, and doing 
otherwise may allow the door to unroll rapidly causing damage to the assembly. 
 
Remove the vinyl safety strips from the door.  Pull down on the release chain until a firm 
resistance is felt.  This will release the operator brake and engage the chain hoist.  Use the 
keyhole feature in the chain bracket to hold the release chain in this position.  Carefully 
unhook the hoist chain from the bracket and use the hoist feature to lower and raise the 
door.  Carefully guide the bottommost rollers into the funnel bracket making sure that they 
enter the vertical extrusions in the outermost channels (closest to the mounting brackets). 
Observe the door action and look for any binds or interferences that hinder the operation of 
the door.  Resolve any issues before proceeding on to the next steps.  Position the door to 
the approximate mid-point (halfway open) position, re-secure the hoist chain to the bracket 
and unlock the release chain. 
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Electrical Connections: 

There are two independent and unique aspects of the wiring configuration for your Motorized 
Vertical Curtain Door.  These are the 115VAC 60Hz power wiring and the low-voltage control 
wiring.  While the low-voltage side of the control system can be configured and properly wired by 
anyone who has a rudimentary understanding of electrical circuitry, the power wiring should be 
performed by an electrical professional and done in such a manner to conform to all local and 
national wiring codes and regulations.   

115VAC Power Wiring: 

The external operator requires 115VAC, 60Hz with a current draw of 5A (1/2 HP PSC 
inductive motor).  Make sure that the branch circuit and conductor size can support 
this load requirement.  Low voltage can cause erratic behavior and operator 
overheating. 

Power and ground are connected to the operator as shown in the following photo (Photo 
15).  “Neutral” should be connected to “L2” and “Hot” should be connected to “L1”. 

Photo #15 
(Power Connections) 

Control Connections: 

The operator supports NEMA-1 and NEMA-4 3-button control stations with N/O “Open” 
and “Close” buttons.  The “Stop” buttons must be N/C.  The low-voltage control 
connections for the primary (first) station should be made with the 4-conductor “Thermo 
Wire” that was included with your kit.  Although the color codes are arbitrary, Shaver's 
has selected the following standard: 

1. Green - Common
2. Red - Stop
3. Blue - Open (UP)
4. White - Close (DOWN)
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Single-station control installations are performed by simply running the control wiring 
between the control station and the operator, and attaching the appropriate wires to the 
screw terminals as indicated in the following photos (Photos 16 and 17): 
 
    

 
 

Photo #16 
(Operator Control Connections) 

 
 

                       
 

Photo #17 
(NEMA 1 Connections) 
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Setup and Operation: 
 
After the power wiring has been installed (and power has been enabled to the unit) it will be 
necessary to set the curtain door end-stop positions.  Care should be exercised during these 
operations to avoid damage to the assembly and ensure a long service life of the unit. 

 
Setting End Stop Positions: 
 

It will be necessary to set the End Stop  positions to correspond to your exact mounting 
locations and door size.  This is a two-step operation and either end stop can be modified at 
any time without upsetting the other position.  You should start with the door in the “mid” 
position (door about halfway open).  Set the Open and Close end stop nuts so that they are 
just touching the levers on the upper switches as shown in the following photo (Photo 18): 
 

 
 

Photo #18 
(End Stop Pre-Sets) 

 
With your fingers clear of the operator, press the “Close” button on the control station.  The 
door should move down a few feet and then stop.  If the door does not stop, press the 
“Stop” button before the bottom of the door touches the floor.  Press the “Open” button.  
The door should move up a few feet and stop.  If the door does not stop, press the Stop 
button before the door reaches the fully open position.  Double check for any binds in the 
door operation and resolve those issues before proceeding. 
 
Adjust the positions of the end stop nuts in order to tune the door open and closed position.  
It is easiest to rotate the Open nut when the door is at the closed limit, and rotate the Close 
nut when the door is at the open limit.  Use the control station to cycle back and forth 
between the two stops as you incrementally adjust the nut positions.  As you approach the 
final settings it is wise to only adjust the nuts a “notch” or two at a time.  Overshooting the 
desired open and close positions can cause damage to the door assembly. 
 
 
The Close position should be set so that the bottom chain pocket comes in contact with the 
floor along the entire width of the door and compresses slightly (~1”).  Do not set the door 
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for more compression than that.   The Open position should be set so that the bottom set of 
door rollers are within ~2” of the top of the vertical extruded channels.  DO NOT allow the 
curtain door to continue above this point.  If it should happen to disengage the custom 
extruded tracks and completely wrap around the motorized roll it will become necessary to 
manually reset the rollers into the track and reestablish the Open and Close positions.   
 
 

Slip Clutch Setup: 
 

The operator slip clutch is an important safety component designed to protect the door and 
personnel.  It should be adjusted carefully and properly. 
 
Position the door at the fully closed (down) position. Remove the tape securing the cotter 
pin to the clutch adjustment mechanism.  Loosen the adjustment nut until it is 
approximately flush to the end of the shaft and install the cotter pin.  It is not necessary to 
bend the ends of the cotter pin at this time.  See the following photo (Photo 19): 
 

        
 

Photo #19 
(Initial Clutch Nut Position) 

 
Press the Open button on the control station.  The large pulley on the operator should spin 
but the door should not move upward.  If the door does move, reset the door to the closed 
position and loosen the nut an additional turn.  Repeat until the door does not move. 
 
Allow the operator to run (with the clutch slipping) for approximately 20 seconds.  This 
will help to “break in” the clutch.  Press the Stop button. 
 
Remove the cotter pin and tighten the nut by one turn.  Install the cotter pin (do not bend 
the ends) and press the Open button on the operator.  Note the action of the door and press 
Stop.  If the door did not move, tighten the nut an additional turn and repeat the above 
procedure.  Continue repeating the procedure until the door moves upward when you press 
the Open button.  Tighten the nut an additional ½ turn and install the cotter pin, bending the 
ears to lock it in place.  Press the Open button and observe the operation of the door.  The 
door should go all the way to the full Open position without any clutch slipping. If it does 
not, tighten the nut an additional ½ turn.  When you are done your assembly should 
resemble the following photo (Photo 20): 
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Photo #20 
(Final Clutch Nut Position) 

The assembly, installation, and set-up of your Shaver's Motorized Curtain Door is now complete and it is 
ready for typical operation.  Re-secure the corner screws on the “Box Valence” of the door and install the 
cover on the operator.  It is a virtually maintenance free unit and should give you years of reliable service. 

We want to thank you again for your business and the opportunity to partner with your firm on this 
project.  Please don’t hesitate to contact us if you have any questions regarding these instructions or 
encounter any problems with the installation or performance of your door. 
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Addendum 
Installing the RF Receiver: 

The RF Transmitter/Receiver can be used in conjunction with NEMA-1, NEMA-4, PullCord, 
Single Button, and any other operator stations. 

The wires from the RF Receiver are attached to the R1, R2, and R3 terminals on the side of the 
external operator.  Locate the receiver in a suitable location where the wires will reach and secure 
it to the building or operator.  Carefully route the wires from the receiver to the terminals on the 
operator.  Use tie-wraps or other means to ensure that the wires will not get caught or pinched in 
the operator mechanisms. 

Install both the white and black wires on the R1 terminal.  The yellow wire will be attached to R2 
and the red wire goes to R3.  The orange wire is not used.  Your wiring should resemble the 
following photo (Photo 21): 

Photo #21 
(RF Receiver Wiring) 

Per the included instructions, set the DIP switch codes on the transmitter and receiver to the same 
value.  Your RF system should now be ready to use. 

Door hardware, the operator, and building configurations can substantially reduce the 
range of your RF system.  If your performance is substandard, try repositioning the green 
antennae wire until you get optimal performance.  If good performance cannot be 
achieved, an external co-ax antennae can be added to your system.  Please contact your 
local dealer or the Shaver's factory. 
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Adding Wired Control Stations: 

Additional hard-wired control stations can be added to your external operator system.  There is no 
limit to the number of stations that can be attached to the unit.  The first (primary) control station is 
wired to the operator with 4-conductor wire while all subsequent stations require 5-conductor 
connections. 

The “Open” and “Close” buttons on your control stations are N/O (Normally Open) and must be 
wired in PARALLEL.  The “Stop” buttons are N/C (Normally Closed) and must be wired in 
SERIES (daisy chain).   

NEMA-4: 

Although the color codes are arbitrary, Shaver's has selected the following standard: 

1 Green  - Common
2 Red  - Stop
3 Yellow  - Stop Return 
4 Blue  - Open (UP)
5 White  - Close (DOWN)

Remove the cover of the NEMA-4 station and note the location of the N/O and N/C 
terminals for each button.  The N/O terminals are located closer to the base and are on the 
“right” side of the station.  The N/C terminals are raised and are on the “left” side. 

Use a short piece of green wire from the 5-conductor “Thermo Wire” and jumper between 
one of the N/O terminals on the Open button and one of the N/O terminals on the Close 
button.  Also connect the free end of the green wire in the 5-conductor bundle to one of 
these terminals. 

Connect the rest of the wires as shown in the following photo (Photo 22).  Note that the 
yellow and red wires go to the N/C terminals on the Stop button. 

Photo #22 
(NEMA-4 Station Wiring) 
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Route the cable through one of the station knockouts and carefully reinstall the cover.  
Make sure that the cover is installed properly and that the buttons work freely. 

Locking NEMA-4: 

Although the color codes are arbitrary, Shaver's has selected the following standard: 

6 Green  - Common
7 Red  - Stop
8 Yellow  - Stop Return 
9 Blue  - Open (UP)
10 White  - Close (DOWN)

Remove the cover of the Locking NEMA-4 station and note the location of the N/O and 
N/C terminals for each button.  The N/O terminals are located closer to the base and are on 
the “right” side of the station.  The N/C terminals are raised and are on the “left” side. 

Use a short piece of green wire from the 5-conductor “Thermo Wire” and jumper between 
one of the N/O terminals on the Open button and one of the N/O terminals on the Close 
button.  Make another jumper between the Close button terminal and the top N/O terminal 
on the Lock.  Connect the free end of the green wire in the 5-conductor bundle to the 
bottom N/O terminal on the Lock. 

Connect the rest of the wires as shown in the following photo (Photo 23).  Note that the 
yellow and red wires go to the N/C terminals on the Stop button. 

Photo #23 
(Locking NEMA-4 Station Wiring) 
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Route the cable through one of the station knockouts and carefully reinstall the cover.  
Make sure that the cover is installed properly and that the buttons work freely. 

NEMA-1: 

Although the color codes are arbitrary, Shaver's has selected the following standard: 

11 Green  - Common
12 Red  - Stop
13 Yellow  - Stop Return 
14 Blue  - Open (UP)
15 White  - Close (DOWN)

Remove the cover of the NEMA-1 station and cut the bonding strip between the Close and 
Stop button terminals.  See the following photo (Photo 24): 

Photo #24 
(NEMA-1 Station Cut Point) 

Connect the wires as shown in the following photo (Photo 25).  Note that the yellow and 
red wires go to the N/C terminals on the Stop button. 

Photo #25 
(NEMA-1 Station Wiring) 
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Route the cable through one of the station knockouts and carefully reinstall the cover.  
Make sure that the cover is installed properly and that the buttons work freely. 
 

The other end of the 5-conductor “Thermo-Wire” is attached to the control terminals at the 
external operator.  The blue (Open) wire connects to the same terminal as the blue wire from the 
primary control station (Terminal #1).  The white (Close) wire will connect to Terminal #2, and 
the green wire (Common) connects to Terminal #3. 

 
In order to connect the Stop buttons in series, disconnect the red wire from the primary control 
station from Terminal #4.  Use the included blue wire nut to fasten it to the yellow wire of the 
station that you are adding (5-conductor bundle).  Connect the red wire for the new station to 
Terminal #4.  Your connections should resemble the following photo (Photo 26): 
 

       
 

Photo #26 
(Additional Station Operator Wiring) 

 
The wiring for the additional control station is now complete.  You can continue to add control 
stations by following this same procedure. Connect the blue, white, and green wires to the 
corresponding terminals in the operator.  Disconnect the red wire from the previous station from 
the #4 Terminal, connect it to the yellow wire for the new station (wire nut), and connect the red 
wire for the new station to Terminal #4. 
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Adding PullCord or Single Button Control Stations: 
 

The External Operator supports N/O (Normall Open) Pullcord Switches, N/O Single Button 
Control Stations, and any other N/O dry contact.  All N/O switches should be wired in 
PARALLEL and the wiring junctions can be made either at the switches (daisy-chain) or at the 
External Operator (Home-Run).  Switches should be connected using two-conductor wiring 
(supplied) and terminated at the External Operator at the #3 and #7 terminals.  Color codes are not 
important. 
 
Switch Wiring: 
 

Control wiring should be attached to the NEMA-4 Single Button Control Station at the 
lower two N/O terminals (#’s 13 & 14) as shown in the following photo (Photo 27): 
 

                 
 

Photo #27 
(Single Button Station Wiring) 

 
Control wiring should be attached to the Pullcord Switch Stations at the two N/O terminals 
as shown in the following photo (Photo 28): 
 

  
 

Photo #28 
(Pullcord Switch Station Wiring) 

 
Vertical Vinyl “Face Mount External Operator” Door Assembly Instructions                         Page 22 of 22 




